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Chart Projector

CP-500 LED

50 charts and various masks

Landolt, Letter, Child, Snellen, 50 kinds of charts, and Horizontal line, Vertical 
line, one chart, various masks can be selected by remote control.

Fast, silent chart selection

Chart selection within 0.3 seconds.

User Program mode

2 programmable test suites. 
48 different charts and masks can be programmed.
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Adjustment of the Brightness
 

The brightness of the projector can be set according 
to ambient lighting conditions
 
Room Light Switch
 

The room lights can be activated via the remote control.
(an additional relay is needed)
 
Standard Accessories
 

Remote control box, batteries, projection screen, 
test scale sheet, dust cover, spare fuse, user manual
 
Optional Accessories
 

Table base stand, wall mount, chart projector arm, adapter for refraction units, 
polarization filters, red / green glass, deviator for room light
 
Specifications Chart Projector CP-500
 

Number of charts and masks  
50 charts and 38 masks
 

Luminance     
min. 80 - max. 320 Cd/m2 (200 Cd/m2 at 5m)
 

Chart and mask selection speed  
0.3 seconds
 

Program     
2 kinds (48charts or masks)
 

Tilting angle     
±10°
 

Auto power off    
After 5 min.
 

Illumination    
LED
 

Projection distance    
2 ~ 7 m
 

Projection magnification   
30 x (at 5m)
 

Projection size    
335 mm x 222 mm (at 5m)
 

Dimensions     
W 248 x L 336 x H 234 mm
 

Weight     
4.5 kg
 

Power source    
100~240 V
 

Power consumption    
150 VA

Charts Table CP-500 LED


